
Example Custom Polypropylene Bench. 
1800 mm (L) × 1200 mm (H) × 700 mm (D), 
12 mm thick with 65 mm bund wall.

High-Performance Dosing Pump. 
Grundfos DDA range up to 200 l/h with 
smart digital interface or Grundfos DMX or 
DME range up to 940 l/h.

Spill Protection & Safety.
Full bund for chemical spills with drain 
valve and isolation.

Isolated Flow Paths.
Individual suction and discharge isolation 
valves for safe pump operation.

Strainers & Non-Return Valves. 
Prevent backflow and protect pump 
performance.

Flush & Calibration Systems.
Built-in draw-down tube (0–1000 ml) for 
performance checks and system flushing.

SMART. 
SAFE. 

SIMPLE.

SMART. 
SAFE. 

SIMPLE.

LECHINTECH 
DOSING BENCH

KEY FEATURES

The Lechintech Dosing Bench is a complete, standalone dosing 
system designed to deliver precision chemical dosing, 
particularly polymers, into high-throughput water treatment 
processes. It’s built for reliability in humid, corrosive 
environments, with easy access for maintenance, safety, and 
operation.

WHAT IS THE LECHINTECH 
DOSING BENCH?

Lechintech PTY (Ltd) are the authorised service partners of Grundfos Dosing and
Disinfection equipment for the KZN region, which covers the full range of chemical 
dosing and make down equipment, measurement devices and controllers for solid, 
liquid and gas applications.



Component Details

Pump Grundfos DDA 30 l/h @ 4 bar

Tubing & Valves FIP PVC with FKM seals

Draw-Down Tube PE, 0–1000 ml graduated

Manifolds Separate suction, flush, 
and discharge manifolds

Power Euro socket, IP55 / J unction 
box, IP66

Inlets/Outlets PVC solvent weld and threaded 
connections

1 ⃣  Po lymer  Dos ing
Safe startup using isolated flow paths.
Simple valve logic prevents suction interference. 
Designed for accurate chemical delivery into injection 
points.

2 ⃣  System Flushing
Weekly water flush clears chemical buildup. 
Prevents clogging and ensures pump longevity. 
Mandatory before any maintenance.

3 ⃣  Draw-Down Cal ibrat ion
Graduated tube allows real-time measurement of 
pump output.
Supports accurate dose rate configuration.
Helps operators verify actual dosing vs control signal.

LECHINTECH 
DOSING BENCH
THREE MODES. ONE BENCH

Custom-built dosing solutions   tailored to 
your plant's needs
Designed with plant operators in mind
Long-term safety and operational reliability 
Built using corrosion-resistant materials
Full support from Grundfos-authorised 
service partner in KZN

DDA AR 30 L/H AT 4 BAR 
DIAPHRAGM DOSING PUMP

One compact system, three essential functions — 
Dosing, Flushing, and Calibration — all built into a 
single smart bench.

No. 5 The Wilds, Wimble Close 
Ballito, South Africa, 4418

lechintech.co.za

+27 32 946 1006 
+27 82 806 3932

lechtech@iafrica.com

LET’S BUILD SMARTER 
DOSING SYSTEMS — 
TOGETHER.

Main features of dosing pump in Figure 5 labelled below:
1. Diaphragm dosing pump PVC head, PTFE diaphragm.
2. Suction PVC valve, ceramic ball and FKM seals.
3. Discharge PVC valve, ceramic ball and FKM seals.
4. Digital display and configuration buttons and dial.

The bench 
diaphragm dosing 
pumps are 
Grundfos SMART 
Digital DDA AR 
series 30 l/h at 4 
bar.

Find out more. www.lechintech.co.za

WHY CHOOSE 
LECHINTECH?

Follow our social 
pages for updates

The wet-end head, 
suction and discharge 
valves are of PVC 
material with FKM 
seals and O-rings.


